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Tujuan dari instruksi kerja ini adalah memastikan aktivitas operasional container berjalan dengan lancar dan menyediakan lingkungan kerja yang sehat dan nyaman kepada pekerja serta melindungi pekerja dari bahaya atau resiko keselamatan dan kesehatan yang dihasilkan oleh faktor-faktor lingkungan di tempat kerja.

A. RUANG LINGKUP
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Checklist container
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 	PENGAWASAN	

a. Pengawasan dilakukan oleh team Operasional / Krani  Perusahaan , 
b. Pengawasan juga dilakukan berdasarkan HIRADC (Risk Assessment Register) yang telah dilakukan, sehingga bila ada perubahan terhadap situasi, kondisi maupun peralatan dapat dilakukan perubahan secepatnya.
c. Kontrol operasi yang dilakukan dalam mengawasi dan mengukur ini adalah terhadap program, prosedur, instruksi kerja atau penglihatan visual.
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Instructions: Fill out the checklist by referring to the drawing below and the instructions
provided on the next page.

Inspection Point Condition: Indicate whether condition is good or bad; add
comments as needed.

Outside / Undercarriage

Inside and outside doors

Right side

Left side

Front wall

Ceiling / roof
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Floor (inside)

Container reviewed by:
Date/time of review:

Seal reviewed by:
Date/time of review:





image5.png
Outside / Undarcarriage (before entering faciity)
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5. Front Wall 3. Right Side
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Container#:

Seal#

Inspected by:

Is the seal a High Security Seal? __Y __N

Is the seal affixed properly to the container? __Y __N





